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About This Document
This documenprovides hardware and softwar@nformation of the Robustel B020 Router, including introduction,
installation, configuration and operation.

Copyrigh©2021Guangzhou Robustel LTD
Allrightsreserved.

Trademarks and Permissions

@ robustel robust@ls aretrademark of Guangzhou Robustel LAD othertrademarks and trade

names mentioned in this document are the property of their respeatiwvaers.

Disclaimer

No part of this document may be reproduced in any form without the written permission of the copyright owner.
The contents of this document aralsject tochangewithout notice due to continued progress in methodology,
design and manufacturing. Robustel shall have no liability for any error or damage of any kind resulting from
inappropriatethe inappropriateuse of this document.

TechnicalSupport
Tel:+86:20-82321505
Fax:+86:20-82321505
Email:support@robustel.com
Web: www.robustel.com
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Important Notice

Due to the nature of wireless communications, transmission and reception of data can never be guaranteed. Data
may be delayed, corrupted (i.e., have errors) or be totally lost. Although significant delays or losses of data are rare
when wireless devices sh as the routersused in a normal manner with a welbnstructed network, the router

should not be used in situations where failure to transmit or receive data could result in damage of any kind to the
user or any other party, including but not limitéol personal injury, death, or loss of property. Robustel accepts no
responsibility for damages of any kind resulting from delays or errors in data transmitted or received using the
router, or for failure of the router to transmit or receive such data.

Sakty Precautions
General
The router generates radio frequency (RF) power. When using the raater must be taken on safety issues
related to RF interference as well as regulations of RF equipment.
Do not use your router in aircraft, hospitals, petroltgias or in places where usirgllularproducts is
prohibited.
Be sure that the router will not be interfering with nearby equipment. For example: pacemakers or medical
equipment. The antenna of the router should be away from computers, office equipmemie appliance, etc.
An external antenna must be connected to the router for proper operation. Only uses approved antenna with
the router. Please contact authorized distributor on finding an approved antenna.
Always keep the antenna with minimum safetytdigce of 2 cm or more from human body. Do not put the
antenna inside metallic box, containers, etc.
RF exposure statements
1. For mobile devices without elocation (the transmitting antenna is installed or located more than 20cm
away from the body of usema nearby person)
FCC RF Radiation Exposure Statement
1. This Transmitter must not be docated or operating in conjunction with any other antenna or transmitter.
2. This equipment complies with FCC RF radiation exposure limits set forth for an uncontroltedraewnt.
This equipment should be installed and operated with a minimum distance of 20 centimeters between the
radiator and human body.
Note: Some airlines may permit the use of cellular phones while the aircraft is on the ground and the door is open.
Router may be used at this time.

Using theRouterin Vehicle
Check for any regulation or law authorizing the useelulardevicesn vehicle inocalcountry before installing
the router.
The driver or operator of any vehicle should not operate theeowhile driving
Install the router by qualified personnel. Consult your vehicle distributor for any possible interference of
electronic parts by the router.
¢KS NRdziSNJ aK2dA R 0S8 02yyS00SR (-poteiteddermindiKthed t $04& 4
PSKAOt SQa FdzaS o02E®
S OFNBTdzZ ¢KSYy (KS NRdziSNI Aa LR2GgSNBR 068 (KS @SKA
period.

ProtectingYour Router
To ensure errcfree usage, please install and operate your router with care. Do napee the followng:
Do not expose the router to extreme conditions such as high humidity / rain, high temperature, direct sunlight,
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caustic / harsh chemicals, dust, or water.

Do not try to disassemble or modify the router. There is no user serviceablspie and the warranty would
be void.

Do not drop, hit or shake the router. Do not use the router under extreme vibrating conditions.

Do not pull the antenna or power supply cable. Attach/detach by holding the connector.

Connect the router only accordirig the instruction manual. Failure to do it will void the warranty.

In case of problem, please contact authorized distributor.

RT_UG_R5020_v.110. May 2§ 202L 4/161
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Regulatory and Type Approval Information
Table 1:Directives

2011/65EU | The European Rol®2011/65/EU Directive was issubg the European parliament
and the European Council on 1 July 2011 on the restriction of the use of certain

Hazardous substances in electrical and electronic equipment.

2012/19/EU | The European WEEE 2012/19/EU Directive was issued by the Eupzpbament
and the Europeaouncilon 24 July 2012n waste electrical and electronic equipmen E’

2013/56/EU | The European 2013/56/EU Directive is a battery Directive which published in the EU official
on 10 December 2013. The button battery usiedthis product conforms to the standard
2013/56/EU directive.

Table2{ G YRI NRa 2F (KS St SOUNRYyAO AYyRdzaliNER 2F GKS t S21
SJ/IT 11363| The electronic industry standard of the People's Republic of China SJ/T-20363 w S |j dzA N
2006 for Concentration Limits for Certain Toxic and Hazardous Substances in Electronic Informati
t NPRdzOGla¢ A&aadzSR o0& GUKS YAyAaldNR 2F AYyF2N
November 6, 2006, stipulates the maximum allowablecamtration of toxic and hazardous
substances in electronic information products.

Please sedable 3for an overview of toxic or hazardous substances or elements that might be
contained in product parts in concentrations above tingits defined by SJ/T 113&D06.

SJ/T 11364| The electronic industry standard of the People's Republic of China SJ/TH188n & [ | ©
2014 wSIdANBYSyGa F2NJ wSadNAOGSR 'aS 2F 111+ NR
issued by the mmistry of Industry and information technology of the People's Republic of Chin
July 9, 2014, stipulates the Labeling requirements of hazardous substances in electronic anc
electrical products, environmental protection use time limit and whether itlsamecycled.

This standard is applicable to electronic and electrical products sold within the territory of the
People's Republic of China, and can also be used for reference in the logistics process of elg
and electrical products.

The orange logbelow is used for Robustel products: ‘10 ’n

Indicates its warning attribute, that is, some hazardous substances are contained in the prod
The "10" in the middle of the legend refers to the environméigndly Use Period (EFUP) * of
electronic information poduct, which is 10 years. It can be used safely during the environmen
friendly Use PeriodAfter the environmental protection period of use, it should enter the recycl
system.

*The term of environmental protection use of electronic informatjgmoducts refers to the term
during which the toxic and hazardous substances or elements contained in electronic inform
products will not be leaked or mutated and cause serious pollution to the environment or ser
damage to people and property undeormal conditions of use.
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Table 3:Toxic orHazardousubstances oHements withDefined ConcentrationLimits

@ rcbustel

Name of| Hazardousubstances
thePart | (pp) | (Hg) |(Cd) |(Cr(vl) | (PBB) | (PBDE) (DEHP | (BBP) |(DBR | (DIBP)
Metal
0 0 0 0 - - - - - -
parts
Circuit
0 0 0 0 0 0 0 0 o

modules
Cables
and cable

.| o o] o] o] 0 0 0 0 o
assemblie
S
Plastic
and

. |o o} o] o] 0 0 0 0 0
polymeric
parts
o:
Indicates that this toxic or hazardous substance contained in all of the homogeneous materials for this part
below the limit requirement in ROHS0.
X
Indicates that this toxic or hazardous substance contained in at least one of the homogeneous materials
part might exceedhe limit requirement in RoHS0.
Indicates that it does not contain the toxic leazardous substance.
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DocumentHistory
Updates between document versions are cumulative. Therefore, the latest document version contains all updates
made to previous versions.

Date Firmware Version | Document Version| Change Description
Dec. 292020 3.11 v.1.0.0 Initial release
May. 28, 2021 3.15 v.1.0.1 1. Delete module rate information;

2. The description of the indicator display
information about drivilg the HZ539 module is
deleted;

3. Add note: when connecting 5&SSI (signal
strength) cannot beseen, onlyRSRPsignal
power) can be seen;

4. Display dscription of indicator light (5@&
best, 45 is medium, 3G signal is poor)

5. Revisestandard and optional materials

6. Switch for automatic restart;

7. Update the status informain picture of
cellular network;

8. Add GPS part content;

9. Delete Ignition contentyot displayed on the
web page;

10. 2G content is removed from smart roaming
settings, and 2G is not supported by the modul
11. Revisahe description otellular

12. Add Edge26ud.

RT_UG_R5020_v.110. May 2§ 202L 7/161



Robustel R5020 User Guide @ r@bUStel

Contents

L0 1 1= ] £ PSPPI 8
(O g o] =] i R 0 To [Tt A @ YT oY= T 10
1.1 NSV R =T= 10 (= RPPPPPRRT 10

1.2 1ot = (o LI 00T g1 =] o £ T 10

1.3 I o= Tod o= 11 T0] o = 12

1.4 [T L= 7T =R 14
Chapter 2 Hardware INSTAlIAtiON. .............oiiiii et e e e e e e e e et et amr e e erernaeeeaeas 15
2.1 Definition of 2*5 3.5MM INLEITACE. ..o 15

2.2 Definition of POWET INTEITACE...........ooo e e e e e e e e 16

2.3 [ I [ Vo o= 1 (o) = RPN 16

2.4 L0 IS] T =] o = Lo =PRI 17

2.5 LTS =] U = T 110 PSP 18

2.6 (= a1 A o TP 18

2.7 INSErt Or REMOVE SIM CaAl.........uuuiiiiiiiiiiiiiiiiiie e et e e e e e e e e e e e e e e e e e s e e e s e e s e e e aa b e e rrerresreeseees 19

2.8 Attach External Antenna (SMA TYPE)...oe i e e 20

2.9 MOUNE TNE ROULEE.......oc e e e e e e e e e e e e e e e e aaaaaaaeaeeeeeeeaassaassasaannnns 21
210  GroUNANE ROULEE.....cuviiiieeeeiiieee et e e e e e e e e e e e e e e e e e e aaaaaaaaeas 23
211 Connect the ROULET t0 @ COMPULEL..........uuuuiiiiiiiiiiieiiirrerrr e e eeeeeeeeeeeeaaaeaaaeeaaeasssasssasasannsnnnnnnne 23
2.12 oA YU o] o Y PP UEPUPEPRPPR 24
2.13 (] 1 1@ I [ 01 (=T o = Tod = PP PRPPRPRRRRPR 26
Chapter 3 Initial CONfIQUIALION. ........uuuii e e e e et eme e e e e e e e e eeeastta e e e e emretaaasaeeaeesennnen 29
3.1 CoNfIGUIE TNE PLC....ccceeeee e e e e e e e e e e e e e e e e e e e e e e e e e aeaeeas 29

3.2 Factory Default SEtINGS. .. .. i a e e e e e 32

3.3 (I oTo T oI v a1l = (o] U1 (] 32

34 (70 a1 i o] I == T a1 H PSP O 33
Chapter 4  Initial CoNfIQUIALION..........uuiii i e ettt et e e e e e eeeeeaetba e e e e emrataaeaeeaeesennnes 35
4.1 ) = 10 3P 35
O A Y21 = 0. {10 1 .= 14T o 35

e A 11 (=] 1] Y = 1 £ 35

I B o S = 11 SRR 36

4.2 (=T = Lo =P 37
ot R N [ g 1Y = g = Vo = U 37

R SRR 49

e N 1 1T 1 T 52

S O - |11 - o 54

S N 1V 1 SRRSO 60

G T U ] SRS 72

N © 11 5 T OSSR 73

R S B 1= T 1 I o] o AP 78

4.3 1Y 0110 o PR 82
0 A o | (USSR 82

G B (=11 | | 83

RT_UG_R5020_v.110. May 2§ 202L 8/161



Robustel R5020 User Guide @ r@bUStel

T T | o= 1111 ] (0] U | 89

4.4 RV PP PSRTP 89
A1 IPSEC.. ittt ettt et e e et e e e e e e e e e e e e e e e e e e e aa e e e e aa e 89
A.4.2  OPENVPN ... et e e e e e et a e e e e e e e e e et rerrrr— 97
4.3 GRE. . i e — et r e e e e e r e e e e e e nree s 109

4.5 Y= VoSSR PPR PRI 111
Tt R V£~ [T PRI 111
A.5.2  EVBNL.. i ettt e e et e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e 112
TR T VN I PO PPPRPP 115
5.4 SISt e e e e e e e e e e e e a o a e et e e e e et e e e e e e e nnrnees 116
A.5.5  EMAIL. e e e e e e e e e e rrr e e e e e e aane 117
.56 DDNS ..ottt et e e e e e — et e e e e e e aa b et eeee e e aanrrrreeeeeeanne 118
T S 1 = PP PEUP R POTPUPPPRP 119
LR T o 1 (o] o PP 120
TS €1 PP PRUP R ROTSUPPRRP 120
4.5.10 WED SEBIVEI ... ieieeieie ettt ettt e ettt e e e e sttt e e e e s bbbt e e e e e e s annbae e e e e e e e e nbbreeeeeeeaans 125
O B Yo |V T T = o OO PURP S POTPRPRP 126
YN A g T= T (0 = 1 411 o PP 127
T B N 1= o [H o RO P PSPPI 131
N S U Lo T o (PRI 132
Rt LT Y o o T T o = PP 132
S G T o o] £ EPRI 133
N A = (0[] USSR 135
Rt I T =TT g Y = T g =T < )T o | 137

4.6 EAQE2CIOU. ..o e e e e e e e e e e e e e e e e e e e e e e e e e e e e a e 138
4.6.1  EAQE2CIOUA.......cco e e e e e e e e e e e e e e e e e e e e e e e e e e 138
I =y O = (0] (=Y PO PERRR 139
Chapter 5  Configuration EXAmMPIES.........ouuuiiiiiiieiiiiiie e e e e e e e e e e et eeeerraaaans 141
4.7 (O] T3 = T PP PERT 141
A.7.1  CellUlar DIaJp....oeeeeeeeeeeeeiiee e e e e e e e e e 141
4.7.2 SMS RemMOtE CONIAL.....cciiiiiiii e e e e e et e e e e e e e e aaaeaaaeeaeeeaeaasaaaaaaanns 143

4.8 VPN Configuration EXamMPI@........ooo i 145
0 T | == Y oV RSOSSN 145
N O T o 1T o Y = N RSOSSN 149
S R B €1 Y o SRR 151

(O gF=T o] =] o ST [ 11 o o 18 ox 1o o E=3N (o] o @ I USSR 153
6.1 L7 = L O SRR 153
6.2 HOW t0 CONMIUIE the CLL.. . ittt e et et e e et e e e e e aaaaaaaaaaeaaeeaeeaasaaaaaaanas 154
6.3 COMMANAS RETEIEINCE. ... .ttt e e e e et e e e e e e e e et e e e e e e e e e e e e e eee e eeeeseeeees 155
6.4 Quick Start with Configuration EXamMPLES............viiiiiiiiiie e 155
L] (01157 T Y/ 164

RT_UG_R5020_v.110. May 2§ 202L 9/161



Robustel R5020 User Guide @ r@bUStel

Chapter 1 ProductOverview

1.1 Key Features

RobusteR5020 duaBIM VPN wireless router supports WCDMA 3G network, LTE 4G network, and 5G network to
provide highspeed wireless network bandwidth for devices through wireless connection, and it haSidtiakrd

backup to ensure stable wireless network conineat.

R5020 adopts RobustOS, the operating system developed by Robustel, which is based on Linux and applicable to
most ofw 2 6 dz&dtSrid€Yi@esBesideghe basic network functions and protocols, the system brings customers a
more diverse, conveniergnd practicatustomizedexperience Alsg Robustelwill provide partners and customers

with SDK, allowing users to develop their own functions using C language. In adRiitbarstelwill also provide rich

App applications running on RobustOS to meetftagmentedmarket demand of loT applications

1.2 Package Contents

Before installingrour R50P Router, verify the kit contents as following.
Note: The following pictures are for illustration purposes only, not based on their actual sizes.

1 xRobustel B020 High Speed Smart LTE Router

@ robustel s&

s @robustel 56~
(

1 x3-pin 3.5 mm maldgerminal block with lock for powesupply
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1 x 2*5pin 3.5 mm malgerminal block for serial port

4 X LTESG SMAJ cellular antenr&(4 rubber antenna)

2 xRRSMAJ WiFantennas
Stubby antenna

2 x Wallmountingkits

i

1 xAC/DGpower adapter (12VDC, 1.57; EUUSUKAU plug

2 o € @

EU us

@ rcbustel

AU

Note: If any of the above items is missing or damaged, please contact your Robustel sales representative.

Optional Accessoriegsoldseparately
RRSMAJGP& 5Gantenna

7
55

»
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Magnet antenna

?
—~d

35mm DN rail mounting kit

"

Ethernet cable
1.3 Specifications

Cellular Interface
Number of antennas: ANTQ ANTLGNSSANT2GNSSANT)
Connector: SMA
SIM: 2 (3.0 V & 1.8 Wlini-SIM UICC SIM (Optional)
Standards5G NR.TEFDD/LTHDD/WCDMA

Ethernet Interface
Number of ports4 x10/100/2000Mbps(3 x LAN + 1 x WAN)
WAN port:Support IEEE802.3af /IEEE802.3at PD function (optional)
Magnet isolation protection: 1 KV

WiFi Interface
Number of antennas: 2 (WiFil + WiFi2)
Connector: RBMAK

RT_UG_R5020_v.110. May 2§ 202L
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Standards: 802.11a/b/gliac, 2*2 MIMO, supports AP an€lient mode
Frequency bands: 2.412.472 GHz (2.4 GHz ISM band)
5.15-5.825GHz (5 GHz ISM band)
Security: OpenfWPA, WPA2, WEP
Encryption: AES, TKIP, WEP64
Data speed: 5G: Up to 867Mbps
2.4G: Up to 300Mbps

GPS (Optional)
Number of antenna2 (ANTLGNSSL5 ANT2GNSSL))
Connector: SMA with 50 ohms impedance
GNSS Technolog$PSQZSSGLONASS, Galileo, BeiDou
Tracking sensitivity160 dBm
Horizontal position accuracy: 2.5 m

Serial Interface
Number of ports: 1 x R32+1x R885
Connector 2 x5-pin 3.5 mm female socket
ESD protection: £15 KV
Baud rate: 300 bps to 115200 bps
Parameters8E1 801, 8N1, 8N2 8E2 802 7E2 702 7N2 7E1 701, 7N1
R232: TxD, RXEND
RS185: Data+ (A), DatéB)

DI/DO
Type 1 x DI 1 x DOwet contact
Connector2 x 5pin 3.5 mm female socket
Isolation: 375KVDC
AbsoluteY F EAYdzY +5/Y d+bé b on+*5/ 65L0OX on+5/ &65ho0
Absolute maximum ADC: 100mA

Others
1 x RST button (Tact Switch)
1 x Micro Shnterface
1 x USB 2.0 hastype A5 V/500 mA
LED indicators1 xRUN,1 x Modem 1 xUSR1 xRSSI xNET1 x WiFi
Network port indicator (link indicator)
Built-in: Watchdog, Timer

Power Supply and Consumption
Connector3-pin 35 mmfemale socketvith lock
Input voltage: 10 t@80V DQWith ignition sensing)
9 to 36V DC (Without ignition sensing)
Power consumption: Idle: 500 mA@12 V
Data link 1.5A (peak) @12 V
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Physical Characteristics
Ingress protection: IP30
Operating temperature:25 ~ +70 C
Storage temperature:40 ~ +85C
Humidity: 5 ~ 959*H
Housing & WeightAluminum 500 g
Dimensions: 25mm x 100mm x 48mm
Installations:Desktop wall mountingor 35 mm DIN rail mounting
(Wallmounting or 35 mm DIN rail mounting sold separately)

1.4Dimensions

© — . ©
8 _= L oS S . L © °
© 0 © ©
© - - = - ©
=] o o
8 o o
[s] ° [
@robustel &6
_— - ‘.'."
125 4

Front View Rear View Side View Top&Bottom View
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Chapter 2 Hardwarelnstallation

2.1 Definition of 2*5 3.5mm Interface

use

m @rocbustel 56

PIN | DI/DO | RS232 RS485 Direction

1 IGND -- -- --

2 OGND | -- == ==

3 -- TXD - Router- Device
4 -- RXD == Router« Device
5 - GND -- --

6 IN -- -- -

7 ouT -- -- -

8 - -- A --

9 - -- B --

10 |- -- GND -

RT_UG_R5020_v.110. May 2§ 202L 15/161
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2.2 Definition of Power Interface

use

m @robustel 56

PIN | Power Note
1 Positive
2 Negative
3 ACC

Car ignition and flameout detection

2.3 LED Indicators

use

m @ robustel 56

Name Color Status Description
RUN Green On, solid Router ispowered on
On, blinking Routerstarts operating
Off Router is powezd off
MODEM Green On, solid Link connection is working
On, blinking Data is sent and received.
Off Link connection is not working
NET Green On, solid Connection to & network is establish€8g signal is the
best)
On, blinking Connection to Legacy network (4G @)3s
establishe@3G signal difference / 4G signal medium)
off Network is not joined or joining
USROpenVPN | Green On, solid OpenVPN connection is established
Off OpenVPNonnection is not established

RT_UG_R5020_v.110.
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USRIPsec Green On, solid IPsec connection is established
off IPsec connection is not established
USRSIM Green On, solid Main SIM card is being used
On, blinking Backup SIM card is being used
Off No SIM card ibeing used
Green On, solid 5G network:ReferenceSgnalReceivedPower greater
m than-86 dBm 8rong signal)

Non5Gnetwork: Received Signal Strength Indication
greater than-73dBm Gtrongsignal)

Yellow On, solid 5G network: Referenc8gnal ReceivedPower -105to -86
dBm Moderate signal)

Non5Gnetwork: Received Signal Strength Indication -91 to
-73dBm Moderate signal)

Red On, solid 5G network: ReferencBgnalReceivedPower -140to -106
dBm {Veak signal)

Non5G network: Received Signal Strength Indication -111
to -93dBm Weaksignal)

-- Off No signal
WiFi Green On, solid WiFi is enabled and working properly
Off WiFi is disabled or not working properly

Note: You can choose the display type of USR LED. For more details, pleaseSefeide > Advanced > System >Syster
Settings > User LEDype.

2.4 USB Interface

MO DONO THD WD NG use

[ @ rocbustel 56

Function Operation
Firmware USB interface is used for batch firmware upgrading, but cannot be used for sending or
upgrace receiving data from slave devices which connected to it. You can insert a USB storage d

Ayid2 GKS NRdziSNXQa ! {. AyidSNFI OBasugpdt€K I
configuration file or a router firmware in this USB storage device, the router will automati
update the configuration file or the firmware. For more details, 4626 USB
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2.5 Reset Button

Function Operation

Reboot Press and holdhe RST button for at least 5 seconds under the operating status.

Restore to factory Wait for 0~20 secondafter powering up theouter, press and hold the RST butteith a
default setting pointed stickuntil all six LEDs start blinking one by caed release the button to return the
router to factory defaults.

2.6 Ethernet Ports

s 11 e @robustel 58

l' .

ETHO TH1 ETH2 ETH3

oo LI T 1 |@

+ = ACC

There are four Ethernet ports on R5020, including ETHO (POE), ETH1, ETH2, ETH3. Each has two LEDhad|

gStt2g 2yS A& | tAYy] Athiedn@hythidgNBordelzils abokit Statd NBeShyg taldley” S
below.
Indicator Status Description
Linkindicator On, solid Connection is established
(Yellow) On, binking Data is being trarisrred
Off Connection is not established

RT_UG_R5020_v.110. May 2§ 202L 18/161
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2.7 Insert or Remove SINard

@rcbustel 56

@robustal & ®robustsl &~
— RN ERS BBESS
. R s ;\_\_;\_\_\_\_\_%
W e wa wa

Insert or remove the SIM card as shown in the following steps.

Insert SIMcard

1. Make sureouter ispoweredoff.

2. Toremove slot cover, loosen the screws associated with the cover by using a screwdriver and then find the SIV
card slot.

3. ToinsertSIM card, press the card with finger until you hear a click and then tighten the screws associated with
the cover by using a screwdriver.

4. To put back the cover and tighten the screws associated with the cover by using a screwdriver.

Remoe SIMcard

1. Make sureouter is powered off.

2. Toremove slot cover, loosen the screws associated with the cover by using a screwdriver and then find the SIV
card slot.

3. Toremove SIM cardygss the cardvith finger until it pops out and then take out the card.

4. To put kack the cover and tighten the screws associated with the cover by using a screwdriver.

Note:
1. Use the specific card when the device is working in extreme temperatmgérature exceeding 4tC),
because the regular card for lotigne working in harskenvironment will be disconnected frequently.
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Do not forget to twist the cover tightly to avoid being stolen.

Do not touch the metal of the card surface in case information in the card will lose or be destroyed.
Do not bend or scratch the card.

Keep the ard away from electricity and magnetism.

Make sure router is powered off before inserting or removing the card.

L

2.8 Attach External Antenna (SMA Type)

Attachan externalSMAantennall 2 (1 KS NZ drzidriieeiarand twigttightly. Wake sure the antenna within
the correct frequencyange provided by the ISP and with 50 Ohm impedance
Note: Recommended torque for tightening is 0.35 N.m.

© ©
ANTD ANTS

0 ‘ 0 RRSMAJ antenna fokWLAN
wr wirn connection

O
OB

J N

©

SMAJantenna br cellular connection

Or
RRSMAJ GP& 5Gantenng the onewith
LMH tag is connected to ANNKNT3; the one
with MH tag is connected to ANVANT2.
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2.9 Mount the Router

The router can be placed on a desktop or mounted to a wall or a 35 mm DIN rail.

Two methods for mounting the router
1. Wall mounting(measured in mm)

A

L~

Use 4 pcs of M2.5*4 flat head Phillips screws to fix the wall mounting kit to the router, and then use 2 pcs of M3
drywall screws to mount the router associated with the wall mounting kit on the wall.
Note: Recommended torque for mounting is 1.0 N.m, and the maximum allowed is 1.2 N.m.

2. DIN rail mountingmeasured in mm)
Option 1

e

L8
56,35
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Use 2 pcs of M3*6 stainless flat head Phillips screws to fix the DIN rail to the endehen hang the DIkl on the
mourting bracket. It is necessary to choose a standard bracket.
Note: Recommended torque for mounting is 1.0 N.m, and the maximum allowed is 1.2 N.m.

Option 2

©
- = 0
@
>
L]
|~
in/ i-/

Use 2 pcs of M3*6 stainless flat head Phillips screws to fix the DIN rail to the emdehen hang the DIMail on the
mounting bracket. It is necessary to choose a standard bracket.
Note: Recommended torque for mounting is 1.0 N.m, and the maximum allowed is 1.2 N.m.
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2.10 Ground the Router

Router groundindnelps preventthe noiseeffect due to electromagnetic interference (EMIonnect the router to the
site ground wire by the ground screw before powering on.
Note: This product iappropriate to be mounted on a sound grounded device surface, such as a metal panel.

2.11 Connect the Roter to a Computer

Connect an Ethernet cable to the port marked ETH1~ETHi@ front of the R502®Router, and connect the other
end of the cable to your computer.
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